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Operating Instructions
CA-250 ACA/DCA Clamp Adapter

Please read carcfully: Misuse andfor abuse of these instruments may cause
injury and/or equipment damage. Pleasc [ollow thesc instructions [aithfully
and adhere to all standard industry safety rules.

g ONE YEAR LIMITED WARRANTY

AW, Sperry Instruments, Inc., warrants that this AWS instrument has been
carcfully tested, inspected, and warranted for one (1) year from the date of
purchase by the original end uscr purchaser provided the completed warrant
card is returned within ten (10) days after purchase and the instrument has nv
been misuscd, damaged due 1o negligence, neglect or unauthorized repair,
abused or uscd contrary to the operating instructions. Instruments and prool
of purchase in the form of a legible copy or original of the sales receipt clearl
identifying the distributor, modcl number and date of purchase must be
returned to AW. Sperry Instruments Inc., Attention: Customer Service
Center, 245 Marcus Boulevard, Hauppauge, New York 11788, postage prepai
for examination and verification of manufacturing defect under warranty.
A.W. Sperry Instruments Inc., shall be the sole judge of such defect. The
liability of A.W. Sperry Instruments Inc., shall be limited to the repair or
replacement at its sole option of any defective product.

THIS WARRANTY AND THE OBLIGATIONS AND LIABILITIES OF
SELLER THEREUNDER ARE EXCLUSIVE AND IN LIEU OF AND
BUYER HEREBY WAIVES ALL OTHER REMEDILS, EXPRIESS
WARRANTIES, GUARANTELES OR LIABILITIES, OF AND FOR
INCIDENTAL OR CONSEQUENTIAL DAMAGES OR WIHETHIIR OR
NOT OCCASIONED BY SELLER'S NEGLIGENCE. ‘THIS WARRANTY
SHALL NOT BE EXTENDED, ALTERED OR VARIED EXCEPT BY A
WRITTEN INSTRUMENT SIGNED BY SELLER AND BUYIER., SOMLE
STATES ALLOW LIMITATIONS ON HOW LONG AN IMPLIED
WARRANTY LASTS, SO THE ABOVL LIMITATION MAY NOT
APPLY TO YOU. THIS WARRANTY GIVES YOU SPLECIFIED LEGAL
RIGHTS, AND YOU MAY ALSO HAVE OTHER RIGHT'S WIIICH
VARY FROM STATETO STATLL

WARRANTY REGISTRATION
To validate warranty, please complete the warranty registration card enclasce
with your instrument and return to A.W. Sperry Instruments Inc., 245 Marcu:
Bivd., Hauppauge, N.Y. 11788 within 10 days of purchasc. No postage
required.

DESCRIPTION

- AW, Sperry Clamp Adapter Model CA-250 is designed to measure AC &
DC currents in conductors by simply clamping the jaw around the current
carrying conductor. The jaws open allowing for measurements without
interrupting scrvice. This AC/DC current is termed the input 10 the Jaw
Adapter. The adapter then puts out a voltage which varies proportionately
with the input AC/DC current. This output signal must be connected 1o
another meter to get an indication of the AC or DC current being measured.
All AWS Clamp Adaptors are designed to be used with AWS multimeters to
read the output of the Clamp Adapters. They can also be used with other thai
AWS multimeters if the specifications of the multimeter match the output
specifications of the Clamp Adapter. These Clamp Adapters are sometimes

termed "Current Transducers” in the Electrical and Engineering ficlds.
FEATURES

@ Limited One Year Warranty

® Reads both ACA & DCA up 10 2000 A

» [ully insulated Jaws

® Salcty Shock resistant plastic housing

® Light-weight rugged safe & dependable






