1. WARRANTY
ONE YEAR LIMITED WARRANTY

A.W. Sperry Instruments, Inc., warrants that this AWS instrument has been
carefully tested, inspected, and warranted for one (1) year from the date of
purchase by the original end user, provided the instrument has not been
misused, damaged due to negligence, neglect or unauthorized repair, abused
or used contrary to the operating instructions. Instruments and proof of
purchase in the form of a legible copy ar original of the sales receipt clearly
identifying the distributor, model number and date of purchase must be
returned to A.W. Sperry Instruments Inc., Attention: Customer Service Center,
245 Marcus Bouievard, Hauppauge, New York 11788, postage prenaid for
examination and verification of manufacturing defect under warranty. A.W.
Sperry Instruments Inc., shall be the sole judga of such defect. The liability of
AW. Sperry Instruments Inc., shall be limited to the repair or replacement at
its sole option of any defective product.

THIS WARRANTY AND THE OBLIGATIONS AND LIABILITIES OF SELLER THEREUNOER
ARE EXCLUSIVE AND IN LIEU OF AND BUYER HEREBY WAIVES ALL OTHER REMEDIES,
EXPRESS WARRANTIES, GUARANTEES OR LIABILITIES, OF AND FOR INCIDENTAL OR
CONSEQUENTIAL DAMAGES OR WHETHER OR NOT OCCASIONED BY SELLER'S
NEGLIGENCE. THIS WARRANTY SHALL NOT BE EXTENDED, ALTERED OR VARIED
EXCEPT BY A WRITTEN INSTRUMENT SIGNED BY SELLER AND BUYER. SOME
STATES ALLOW LIMITATIONS ON HOW LONG AN IMPLIED WARRANTY LASTS, SO
THE ABOVE LIMITATION MAY NOT APPLY TO YOU. THIS WARRANTY GIVES YOU
SPECIFIED LEGAL RIGHTS, AND YOU MAY ALBO HAVE OTHER RIGHTS WHICH VARY

FROM STATE T0 STATE.
WARRANTY RETURN

Refer to section "Return for Repairs” for complete instructions. All warranty
returns must include a legible copy or orlginal of the sales receipt clearly
ndenm_ymg the model number, serial number and date of purchase.

2. INTRODUCTION

The DM-1A s an innovative concept in digital multimeter design. Itis a
miniature, ultra-slim DMM which combines the measurement
capabilities of a 17 range digital instrument with the handiness and
simplicity of a card size pocket calculator. .

The DM-1A features the latest. developments in high-technology
construction and design. All the features of larger sized DMMs are to be
found in the DM-1A: autoranging, overload pratection an all ranges,
auto-polarity, audible/visual continuity Indication, sturdy ABS plastic
case and much more. The DM-1A is extremely easy to use. One rotary
switch controls all functions. The test leads are built into the instrument
and therefore cannot be accidently lost. A handy "booklet style” carrying
case which holds the instrument, test leads and operating instructions is

]

included, and allows the DM-1A to be carried easily in your shirt pocket.




3. FEATURES

® Electronic overload protection * Diode test function
on all ranges

® Data hold button
» Ultra slim, pocket-size design o Built-in test leads
¢ Low cost s "Booklet style” carrying case
s Autoranging included
® Simple operation e One year warranty
* Continuity buzzer :

4. SPECIFICATIONS

Display: 3.5 digit LCD, 0.31" numerals, maximum
. reading 1999 with automatic sign and
function annunciators.

Range Selection: Autoranging 2

Data Hold: On all ranges. ;

Overrange Indication:  "1" most significant digit blinks.

Sampling Rate: 2 times per seconu.

Operating Environment: 0° to 40°C {32° to 104°F) at < 80% relative
humidity.

Storage Environment:  -25° to 70°C (-13° to 158° F) at < 70%
relative humidity.

Power Source: Two (2) 1.5V button~typa batteries, AWS

Part #B-6 (IEC #LR-44, NEDA #1166A). = —
Power Consumption:  3mW typical. . |
Battery Life: 100 hours typical with L’Fl 44, :
Battery Indicator; " [CE3 "symbol appears in display to

indicate low battery voltage.
Dimensions: 4.4"H x 2.0"W x 0.4"D

(111 52 x 10 mm)
Weight: Approximately 3.5 oz, (100g) including

Batteries and Case.



Ranges

\ Input Overload
Function Range Accuracy (18°-28°C) | Impedance | Protection
DC 200mV 1% rdg + 4dgt 100MY | 700Vac/dc
Voltage 2v 11IMQO
20V 10MQ
200V
500V
AC ; 2v 2% rdg + 8dgt 11MQ | 700Vac/dc
Voltage 20V on &ll ranges. 10MQ
200V
+ 500V
ﬁe‘sistanca 20081 2% rdg * 4dgt MNJA 250Vac/dc
2K0
20K0
200KQ
2M0N .
20MN 5% rdg + 4 dgt
Continuity 2Kl | Audible and visual 250Vac/dc
: Indication at < 45002
Diode Test |Indicates approximate forward voltage drop.| 250Vac/dc







