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ONE YEAR LIMITED WARRANTY
AW. Sperry Instruments, Inc., warrants that this A W.
Sperry instrument has been carefully tested, inspect-
ed, and warranted for one (1) year from the date of
purchase by the original end user, provided the instru-
ment has not been misused, damaged due to
negligence, neglect or unauthorized repair, abused or
used contrary to the operating instructions.
Instruments and proof of purchase in the form of a
legible copy or criginal of the sales receipt clearly
identifying the distributor, model number and date of
purchase must be returned to A.W. Sperry
Instruments, Inc._ Attention: Customer Service Center,
25D Joshns Prth ) Hauppauge, New York 11788,
postage prepaid for examination and verification of
manufacturing defect under warranty. AW. Sperry
Instruments, Inc., shall be the sole judge of such
defect. The liability of A.W. Sperry Instruments, Inc.,
shall be limited to the repair or replacement at its sole
option of any defective product.

1) INTRODUCTION

The DM-3A is an innovative concept in digital multimeter
design. It is a miniature ultra-slim DMM which combines
the measurement capabilities of a 17 range, 5 function
digital instrument with the handiness and simplicity of a
pocket calculator. The DM-3A features the latest develop
ments in high-technology construction and design. All the
features of larger sized DMM's are fo be found in the DM
3A. Autoranging, overload protection on all ranges, auto
power off, auto polarity, audible/visual continuity indica-
tion, sturdy ABS plastic case and much more. The DM-3:
is extremely easy to use. Two thumb operated switches




control all functions. The test leads are built into the
instruraent and cannot be removed. They are always
there whan you need them. A handy “booklet style” carry-
ing case which hold the instrument, test leads and
operating instructions is included, and allows the DM-3A
to be carried easily in your shirt pocket.

2) FEATURES

UL LISTED...to both US and Canadian standards
17 RANGES, 5 FUNCTIONS

LIMITED ONE YEAR WARRANTY.

AUTO RANGING /MANUAL RANGING

SIMPLE OPERATION

AUTO POWER OFF

CONTINUITY BUZZER

RANGE HOLD BUTTON

BUILT IN TEST LEADS

3) SPECIFICATIONS

Display: 3% digit liquid crystal display (LCD),
maximum reading 3200 with automatic
sign and function annunciators.

Range
Selection: Autoranging/Manual ranging. -
Polarity: Automatic (-) negative polarity
indication.
Overrange: “0OL" is displayed.
Low Battery

Indication: The “B" is displayed when the battery
voltage drops below the operating
level.

Measurement

Rate: 2 times per second, nominal.

Auto Power Off: Meter turns off after approximately
10 minutes.




Operating
Environment: O° to 40°C (32° to 104°F)
Max RH 80% to 31°C, decreasing
linearly to 50% RH at 40°C.
Storage
Temperature:  -20°C 10 60°C (-4° to 140°F)
] at < 80% relative humidity.
Power: Two 1.5V button-type batteries
(IEC # LR-44, NEDA #116€A).
Sperry Part # B-5
Power
Consumption: 5mW typical.
Dimensions: 4%"H x 24"W x %'D
(111.5mm H x S6mm W x 10.5mm D)
Weight: Approx. 3.0 oz (86g) including
batteries and case.
Instrument complies with insulation category {over volt-
age category 1l). Pollution degree 2 in accordance with

IEC-1010-1 Indoor use. If the equipment is used in a
manner not specified, the protection provided by the
equipment may be impaired.

4) PACKAGING
The DM-3A comes complete with two B-6 batteries, C-77
carrying case and form #263 operating instructions.

DOUBLE INSULATION

/A WARNING: TO AVOID ELECTRIC SHOCK DISCONNECT
MEASURING TERMINALS BEFORE REMOVING BACK COVER,

AVIS: POUR EVITER LE CHOC ELECTRIQUE DEBRANCHER
LES BORNES DE MEAURE AVANT D'ENLEVER LE CAPOTAGE
ARRIERE,

/O WwHEN SERVICING, USE ONLY SPECIFIED
"REPLACEMENT PARTS" OR EQUIVALENT.







