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SEC-1 FEATURES

@ High-accuracy, digital reading.

@ Low cost.

@ Instant continuity buzzer,

@ Safety-style, test leads.

@« Overload protection on all ranges.

@ Hecessed safety designed input jacks.

o 'Data/Peak-Hold" switch freezes readings.

SEC-2 SPECIFICATIONS

DISPLAY: 3-3/4 {3-1/2) DIGIT LCD, maximum reading
3999,1909 with automatic sign, AC, Batt and
hold annunciators.

OVERRANGE INDICATION: MSB (highest) digit of "OL",¢*1" }is displayed.

LOW BATTERY: The is displayed {(¥=1) when the battery
voltage drops below the operating valtage.

MEASUREMENT RATE: 3 measurements per second nominal.

OPERATING TEMPERATURE: 0°C 1o +46°C (32°F to 122°F), 0-T0%RH.

STORAGE TEMPERATURE: -20°C to +860°C (0°F lo 140°F), 0-80% RH
with battery removed.

ACCURACY: Accuracy specifications at 23 £5°C less than
75% RH.

POWER: 9V Transistor Type Battery (NEDA 1604)
AWS Part # B-4.

DIMENSION: 7.5" (19.2cm) long 3.2" (8.2¢m) wide
1.3° (3.3CM) high.

WEIGHT: 270g (9.40z.) including battery.

2-1 ELECTRICAL SPECIFICATION

Accuracies are = (reading plus number of digits). At 23£5°C less than 75% RH.
AC CURRENT

Range Resolution  400,400A 440 4407 450TEMS
40A,{20A++) 10mA ** * * *

2004 100mA *

400A 1A * * ¥ *
Accuracy £1.5% RDG +4 DGTS at 50-60Hz

+3.5% RADG + 5 DGTS at 40-500Hz
ACVOLTAGE

400V, (200V**) 100mV . b 4 .

750V 1w i b . .

Accuracy 400V (200V) =1.2% RDG +4 DGTS 50 - 500 Hz
750V *15% RDG +4 DGTS 50 - 500 Hz

Input Impedance 10M €2
OL-Protection 1200VDC/BOOVAC on all range

DC VOLTAGE

Range iesoluti 40 2

av (2vey mv ot L - od
40V (20V44) 10mV * * *
400V (200V*%) 100my bl . o *
1000V 1w . * *

Accuracy *05% ADG +1 DGT




Input Impedance 10M
OL-Protection 1200vDC/800 VAC on all range

RESISTANCE

;E?Dog Q“) 0 IQ * - "

Test Voltage ;200!21 Flange 3.2V MAX.
Range 0.3V MAX.
OL-Protection 500 VDC/I50VAC on all range.

Accuracy *1% RDG +1 DGT
TEMPERATURE
-50°C-750°C 12 N
-58°F-1400°F  1°F .
Accuracy * 3% RDG+2 DGTS (-20°C to 750°C)
* 5% RDG+3 DGTS(-50C 1o -20°C)
DIODE TEST
Test Current  TestVoltage 4004004 440 4407  ASQTRMS
1.0 3.4V MAX. A 4 4 *

OL-Protection 500VDC/350VAC
CONTINUITY BEEPER

Thieshold  Response Time 4004004 440 4407  450THRMS
<approx. 100 {100 ms L) ) L iy
OL-Protection S00VDC/3S0VAC

FREQUENCY MEASUREMENT

Autorange (4K - 1MHz)

Input Sensitivity 100mV RMS

Accuracy +(1% RDG +2DGTS)
OL-Protection 500V DC/AC

Effect Reading  10Hz MIN.

SEC- 3 FRONT PANEL CONTROLS AND
INDICATORS







