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PLEASE READ CAREFULLY

Misuse and or abuse of these in-
struments may cause injury and or
equipment damage. Please follow
these instructions faithfully and ad-
here to all standard industry safety
rules.
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~— OHMMETER
ZERO ADJUST

AMMETER, IN STEEL BLUE PLASTICS

CARRYING
STRAP VOLTAGE
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SPR-100 AMMETER, IN STEEL BLUE PLASTICS
0-6/15/40/75/100/150/200/300 AMPS ™~ AC

SPR-200 VOLT-AMMETER, IN GREY PLASTICS
0-6/15/40/100/300 AMPS AC
0-150/300/600 VOLTS AC

SPR-300 VOLT-OHM-AMMETER, IN BLACK PLASTICS
0-6/15/40/100/300 AMPS AC
0-150/300/600 VOLTS AC
250 MID-SCALE

SPR-300CL | SAME AS MODEL SPR-300, EXCEPT WITH

.CLEAR PLASTICS

SPR-910
) 0-10/30/60/100/200/300/600/900 AMPS* AC
SPR-820 VOLT-AMMETER, IN GREY PLASTICS
0-10/30/100/300/900 AMPS AC ‘
0-150/300/750 VOLTS AC (SELF-CONTAINED)
SPR-931 VOLT-OHM-AMMETER, IN BLACK PLASTICS

0-10/30/100/300/900 AMPS AC
0-150/300/750 VOLTS AC (SELF-CONTAINED)
250 MID-SCALE

“Instrument designad for current readings on circuits
2 with a maximum of 600 V.A.C.

*Instrument desigred for corrent readings on circuits with a
maximum of 750 V.A.C.



SNAP 10 HOW TO USE THE SNAP 8,9 &10

AS AN AMMETER

m ~

il

PR-1030 | VOLT-OHM-AMMETER, IN BLACK PLASTICS
0-10/307/100/300/1000 AMPS* AC
0-150/300/750 VOLTS AC (SELF-CONTAINED)
250 MID-SCALE

istrument designed for current readings on circuits with a
aximum of 760 V.A.C.

" AMPERE RANGES ON DIAL DRUM
ARE PRINTED BLACK

b S CAUHIONT L e =
: Befo;e measurmg amperes make certain that ;
| the OHMPFIOBE@ Fuse & Battery Attachment i
| |
|

s ramoved from 'Ihe mstrurnent If not removed,.'

1. Release Pointer Lock by sliding button to ex-
treme right.

POINTER

BUTTON

— RELEASE i
LOCKS POINTER =——

2. Set Range Selector Switch sc that the HIGH-
EST current range appears in the window.

3. Open transformer jaws by pressing against
trigger.

2 z N 4 % — e S
. Snap transformer jaws around one conductor.

WRONG CORRECT

SNAP 8 ILLUSTRATED



HOW TO USE THE SNAP 8,9 &10
AS AN AMMETER

AA—— —_ ——

| SNAP 10
| JAWS OVER
| .3 BUS-BAR

SNAP 10 [
JAWS OVER %
ONE ROUND

CONDUCTOR [l

Al Fig. 8. Fig. 9.

5: -Make certain that the jaws are snapped shut
before reading is taken.

6. it reading is in the lower half of the scale,
turn Range Selector Switch to next lower
range. Repeat until the reading is in the UPPER
HALF of the scale.

HOW TO READ AMPERE SCALES

7. With the Pointer in the position shown, the
reading will be as indicated, depending on the
setting of the Range Selector Switch.

Scales illustrated below are actual size far Snap 8
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HOW TO USE THE SNAP 8,9 &10
AS AN AMMETER

JAWS OVER
|-3" BUS-BAR

SNAP 10
JAWS OVER
ONE ROUND

CONDUCTOR

Fig. 8. Fig. 8. ﬂ

~ 5. ‘Make certain that the jaws are snapped shut

before reading is taken.

5. If reading is in the lower half of the scale,
turn Range Selector Switch to next lower
range. Repeat until the reading is in the UPPER
HALF of the scale.

HOW TO READ AMPERE SCALES

7., With the Pointer in the position shown, the
reading will be as indicated, depending on the
setting of the Range Selector Switch.

Scafes iflustrated below are actual siz

for Snap 8
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HOW TO USE THE SNAP8,9& 10
AS A VOLTMETER

T

VOL: RANGES ARE PRINTED RtD

- Before measunng volts make cerlam that the
L _t::m\nr-'nomz53 Fuse & Baﬁery Attachm' nt'

]. Insert test lead plugs
into the voltage re-
ceptacles on the bot-
tom of the instrument
and twist clockwise
to lock in position.

2. Set Range Selector
Switch so that the
HIGHEST voitage
range appears in the
window.

3. For safe voltage measurement, the following
procedure. is reeommended: Coniect-alligator
clip to any side of the line to be measured. Hold
instrument in one hand and touch the other side
ofthe line with the second test lead. If reading does
not exceed 600 Volts for the SNAP 8 and 750 Volts
for the SNAP 9 & 10, connect the second alligator
clip to the other side of the line and take voltage
reading. See Fig. 8.

If reading is in the lower half of the scale, setRange
Selector Switch to next lowest voltage range. Re-
peat until reading is in the UPPER HALF of the scale.

8 : i 15

HOW TO USE THE SNAP 8,9 & 10
AS A VOLTMETER

p——

HOW TO READ VOLTAGE SCALES

4. With the Pointer in position shown, the reading
will be as indicated, depending on the setting
of Range Selector Switch.

Actual Size For

Actual Size For Snap 8 Snap 9 Snap 10
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HOW TO USE THE SNAP 8

10

Follow set-up and preparatory instructions in Sect.
1, 2 and 3 of Page 8.

HOW TO READ VOLTAGE SCALES

4. With the Pointer in position shown, the reading
will be as indicated, depending on the setting of
Range Selector Switch.

Actual Size for Snap 8 Model EXP-300
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HOW TO USE THE SNAP 8
AS AN OHMMETER

. S&i Range Selector Switch to any voltage.-range:

1

2. A Insert banana plug |
of OHMPROBE® in-
to receptacle on the
middle right side of
instrument marked
‘OHMPROBE'. Twist |
& lock in position.

B. Insert either Red or Slack Test Lead into LE T
Voltage Receptacle at bottom of instrument. Twist
& lock in position.

3. ZERO BOTTOM WITH
LEADS OPEN
Line pointer over ‘00°
(infinity) mark at the
extrame bottom of ohm
scale. Use Zero Adjust
Screw if necessary for
this adjustment.

4- ZERO TOP WITH
LEADS SHORTED
Line pointer over '
mark at extreme top of
ohm scale, using Ohm-
meter Adjust Knob.
Note: If Ohmmeter Ad-
just Knob will not bring
pointer over the ‘0

.mark, check & renlace t‘ HQI} _Se° Fg 28-0n -

page 15.

Connect alligator clip.to one end of circuit, touch
the other end with OHMPROBE® point. Read re-
sistance on Ohm scale.

Remove OHMPROBE® from its terminal when fin-
ished with Ohm check.

CAUTION
Disconnect line voltage from circuit to be

checked before taking any resistance measure-
ment. The OHMPROBE® is fused to prevent
damage to the instrument if a resistance mea-
surement is taken on a live circuit.
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